
3-20 Stops, 
Class A
Moderate to 
Heavy Use
200 - 500 FPM

15+ Stops,
500 - 3500 FPM 

2 Stops,
Under 16
of travel
100 FPM

Product 
Type: 
Holeless 
Hydraulic
Mitsubishi
Electric  
Product: 
IDH L2

2-5 Stops,
Light Use
100 - 125 FPM

Product 
Type: 
Holed
(Direct Plunger) 
Hydraulic
Mitsubishi
Electric 
Product: 
IDH H1

3-5 Floors,
Drilling NoNNot an 
Option, 
100 - 150 FPM

Product 
Type: 
Roped 
Hydraulic
Mitsubishi
Electric 
Product: 
IDH R2

3-5 Floors, 
Light Use
200 FPM

Product 
Type: 
Hydraulic 
Replacement
MRL
Mitsubishi
Electric
Product: 
MRL-VU

Product 
Type: 
MRL
Mitsubishi
Electric 
Product: 
Diamond
Trac®

Product 
Type: 
High Speed PM 
Gearless 
(Overhead 
Machine Room)
Mitsubishi
Electric
Product: 
GPM 3MU/HU

HYDRAULIC

TRACTION (MRL)

TRACTION

FPM  - Feet Per Minute

Which Type of Elevator Does My Building Need?

*Typical passenger elevator capacity is 3500 lbs.
*Typical service elevator capacity is 4500-5000 lbs. 


