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DISCLAIMER:

THESE CAD DRAWINGS SHOULD BE USED FOR REFERENCE ONLY. MEUS DISCLAIMS
ALL RESPONSIBILITY FOR ANY REPRODUCTION, MODIFICATION, DISTRIBUTION OR
INTEGRATION OF THESE CAD DRAWINGS INTO OTHER ARCHITECTURAL AND
STRUCTURAL DRAWINGS. MEUS MARKETS NO WARRANTIES OF ANY KIND WITH
RESPECT TO THE ACCURACY OR COMPLETENESS OF THESE CAD SCHEMATIC
DRAWINGS FOR ANY PURPOSE. MEUS HEREBY EXPRESSLY DISCLAIMS ALL
WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING THE IMPLIED WARRANTIES OF
MERCHANT ABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
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NOTE :
WHEN THE CANOPY HEIGHT IS CHANGED FROM THE DIMENSION ON THIS DRAWING,
OVERHEAD AND THE BRACKET SPAN FOR UPPER RAILS SHALL BE CHANGED AS WELL.
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(BY OTHERS) LOAD 5000 LBS [2250 kg]
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8 B ACKET |9 53/16| 10— | 12-55/8 [T=3 13/16]15-5 1/16'| 16-5 /& [5—2 13/16 P-10 11/16{B-105/18"| 98 3/16° | 179 3/F | -85/
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nof Date [ BY REVISIONS PROJECT: _
HOISTWAY SECTION —{03/76/70] = | CREATED DRAWING LY. Now =
WITH CWT SAFETY WG, TME
*1,%2 : AS SHOWN IN THE FIGURE ABOVE, AN INSPECTION HATCH FOR USE IN THE ADMN. Now  —
MAINTENANCE OF THE CAR DOOR OPERATOR SHALL BE PROVIDED ABOVE e
THE ENTRANCE ON THE BOTTOM FLOOR, IF THE LANDING IS THE ONLY ONE
IN THAT SIDE. HOWEVER, THIS INSPECTION HATCH WILL BE UNNECESSARY, owe. no.. - FZ—B—0103 REV.
IF THE PIT DEPTH CAN BE DEEPENED BY 0'—6 1/2"[165].
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